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CLEAR SELF TRIM.

DF—99 RECESSED DOWNLIGHT; HORIZONTAL, 1-CF—-A18 24W 277V POULSEN BAL 1/18CF UNV—WHT
6" APERTURE, 32W CF—AMALGAM RE841 LIGHTOLIER 8011CL—-118VU—-D4A04
LAMP, CLEAR CONE. WHITE RING

BELOW CEILING, CLEAR SELF TRIM.

DX LED MRI FIXTURES. REMOTE POWER SUPPLY. DC POWER TO ENTER ROOM THROUGH RFI FILTERS BY OTHERS.
DX-1 MRl LED COVE LED 10W/FT 24VDC ELECTRIX L140 LUMILINE= HIGH OUTPUT
REMOTE POWER SUPPLY 4000K LUMENPULSE ~ LCSHO24 /120RMTpsXX40KFRXXXXWHDIM
544 LUMENS/FT INSIGHT PL10W40K60HM48REMMWMRI /C1100PWRPL277
DX-2 MRl RECESSED LED 2X2 LED 75W 277/120V GO EEL S SERIES—GFS03T40
REMOTE POWER SUPPLY 4000K KENALL CSMRI22—-G—C1—-18L65K—24VDC—BLANK
INSIGHT VT22 40K REM W MRI / C1 100 PWR
E E PREFIX INDICATES THAT FIXTURE IS PROVIDED WITH AN EMERGENCY BATTERY PACK TO PROVIDE POWER TO ANY 2, 3,

4 OR 8 FOOT FLOURESCENT LAMP COMPATIBLE WITH ALL STANDARD AND ELECTRONIC BALLASTS; COMPLETELY SELF—CONTAINED
TO PROVIDE 90 MINUTES OF EMERGENCY POWER TO FIXTURE BALLAST; MINIMUM LIGHT OUTPUT FOR TYPICAL 4" LAMP SHALL
BE 1100 LUMENS OR HIGHER;UNIVERSAL TRANSFORMER FOR 120 OR 277 VOLTS; LOW VOLTAGE PROTECTION, COMBINATION

TEST SWITCH AND AC "ON” INDICATOR; 10 YEAR PRO—RATA WARRANTY; INSTALL TEST SWITCH IN A MANNER THAT REQUIRES
NO DISASSEMBLY FOR TESTING.
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GS TROFFERS: RECESSED FOR LAY—IN GRID; STATIC; HINGED AND LATCHED STEEL DOOR; .125 ACRYLIC PRISMATIC LENS,
LIGHTING FIXTURE SCHEDULE MINIMUN 1/8"; EARTHQUAKE CLIPS; MAX 5" DEEP; SPECIFICATION GRADE; PROGRAM START ELECTRONIC BALLASTS, T8 )
( LAMPS; ONE BALLAST PER FIXTURE WHERE POSSIBLE, UNLESS TWO LEVEL SWITCHING IS SHOWN ON THE PLANS.
NOTE TO BIDDERS: COMPLY WITH APPROPRIATE SECTIONS 16511, 16521, AND 16570 OF THE SPECIFICATIONS. < GS—-4 2X4, 3 LAMP. 3—F32T8 95W 277/120V LITHONIA 2 SP8G 332 A12125 1/3 MVOLT TUBRHP )
REFER TO SPECIFICATIONS FOR IMPORTANT TECHNICAL REQUIREMENTS FOR LIGHTING FIXTURES, BALLASTS, AND LAMPS. THE CATALOG NUMBERS LISTED ) REB35 (4—1/2" DEPTH) )
BELOW HAVE BEEN CAREFULLY PREPARED TO ASSIST BIDDERS IN SELECTING PRODUCTS TO ACHIEVE THE DESIGN CONCEPT, HOWEVER, PRIOR TO BIDDING, ) ( METALUX 2GP—332A125—UNV—EB81—PROGRAM START )
EACH MANUFACTURER SHALL COMPARE THE CATALOG NUMBERS SHOWN WITH THE DESCRIPTION AND REQUIREMENTS ON THE DRAWINGS, AND SHALL ( (3-3/4" DEPTH)
NOTIFY THE ARCHITECT/ENGINEER OF ANY DISCREPANCIES. SPECIFICALLY INCLUDED IN THIS EVALUATION SHALL BE THE VERIFYING OF PROPER MOUNTING ) ( DAYBRITE 2DPG332-FS21—UNV—1/3EB—SPEC (4—3/8" DEPTH) |)
KITS OR ACCESSORIES TO FACILITATE INSTALLATION AS SHOWN AT EACH LOCATION ON THE DRAWINGS. NO ALLOWANCE OR REDRESS WILL BE ALLOWED ) < COLUMBIA ST824—332G—FSA12.125— 3EBSLHPRUNV )
FOR DISCREPANCIES THAT WERE NOT REPORTED TO THE ARCHITECT/ENGINEER IN TIME FOR CORRECTION OR CLARIFICATION BEFORE THE BID. THE ) (3-3/4" DEPTH) )
REPORTING OF ANY AMBIGUITY IS THE RESPONSIBILITY OF THE BIDDER. PROVIDE UNIT PRICES AND FIXTURE BRAND SELECTED FOR ADD/DELETE CHANGES ( LGHTOLER  XT2GVI332—UNV—03P (3-5/8" DEPTH)
FOR EACH FIXTURE TYPES SHOWN WITHIN 48 BUSINESS HOURS OF THE BID DATE. FAILURE TO COMPLY WITH THIS REQUIREMENT MAY DISQUALIFY THE ) ( LS| LA125 332 SD SSO10PS UE (4" DEPTH) )
PRODUCTS AND EMPOWER THE ENGINEER TO DETERMINE FAIR VALUE FOR FIXTURE AND INSTALLATION CHANGES, WITHOUT FURTHER INPUT FROM THE ) < S FLUORESCENT STRIP LIGHT: STEEL CONSTRUCTION; WHITE PAINTED FINISH; SUITABLE FOR MOUNTING ON LOW DENSITY )
CONTRACTOR OR INSTALLER. SUBMITTAL PACKAGE SHALL INCLUDE LAMP MANUFACTURER AND CATALOG NUMBER ON EACH FIXTURE SHEET. ON ALL ) CEILINGS; PROGRAM START ELECTRONIC BALLASTS; T8 LAMPS: ONE BALLAST PER FIXTURE WHERE POSSIBLE, UNLESS TWO )
PENDANT MOUNTED FIXTURES, PROVIDE A SECOND SET OF PENDANTS, OF A DIFFERENT LENGTH, AS DIRECTED BY THE ARCHITECT/ENGINEER, PROVIDED ( LEVEL SWITCHING IS SHOWN ON THE PLANS.
AND INSTALLED AT NO ADDITIONAL CHARGE. ALL FIXTURES SHALL BE APPROVED BY UL OR ANOTHER ACCEPTABLE TESTING LAB FOR THE PURPOSE ) ( S 4 2-LAMP STRIP LIGHT 2_F28T5 58W 277,120V LITHONIA 79— 28T5—MVOLT )
INTENDED AND WITH THE LAMP AND BALLAST PROPOSED. CONTRACTOR ALLOWANCE PRICES ARE ACCURATE WHEN THIS JOB WAS SPECIFIED, ) ( REBA1 NULITE SA2—28T5— UNV—PS—N )
CONTRACTOR AND ELECTRICAL DISTRIBUTOR SHALL VERIFY THIS ALLOWANCE AND REPORT ANY PROBLEMS TO THE ENGINEER BEFORE THE BID. ) )
ALLOWANCE PRICE MAY OR MAY NOT INCLUDE LAMP(S) OR FREIGHT AS NOTED, AND DO NOT INCLUDE ANY TAXES. UNIVERSAL VOLTAGE (120/277) ( BELFER 2825 2815 2 E WH
BALLASTS REQUIRED UNLESS NOTED OTHERWISE. DIMENSION SEQUENCE = (LENGTH X WIDTH X DEPTH) IN INCHES. g ( LAL MXAST200—14M—1E5—UNV 3
FIXTURE CHARACTERISTICS (
BODY / AIR / MOUNTING / DOOR
SYMBOL MARK  LENS/LOUVER/REFLECTOR/OTHER LAMP WATTS VOLTS  MANUFACTURER CATALOG NUMBER NOTES g E SA GENERAL PURPOSE INDUSTRIAL: WHITE ENAMEL, APERTURED REFLECTOR; PROGRAM START ELECTRONIC BALLASTS; T8 LAMPS; 3
AS—1___ USE DX—1 WITHOUT DC FILTERS ONE BALLAST PER FIXTURE WHERE POSSIBLE; UNLESS TWO LEVEL SWITCHING IS SHOWN ON THE PLANS; STEM MOUNTED
CM STEEL LINEAR FIXTURES: LENGTHS AND CONFIGURATIONS SHOWN ON THE DRAWINGS; LAMPS FOUR FOOT WHERE POSSIBLE; g ( WITH TONG HANGERS. v y )
PROGRAM START ELECTRONIC BALLASTS; T5 LAMPS; INTERNAL CONCEALED FASTENERS; COLOR AS NOTED AND/OR APPROVED SA-2 8, 4—LAMP. 4—-F32T8 120W  277/120V LITHONIA TEJA232—MVOLT—1/4TUBRHP—THUN
BY ARCHITECT; ORIENT FIXTURE ACCORDING TO ARCHITECTS/ ENGINEER'S INSTRUCTIONS. SWIVEL STEM MOUNT UNLESS ) ( RE835 LIGHTOLIER ~ KW8A232-U—SOP )
NOTED OTHERWISE. INSTALL LEVEL AND STRAIGHT WITH INVISIBLE SPLICES. PROVIDE ALL REQUIRED HANGERS, SPLICERS, ) E METALUX 8TIA—232—UNV—PROGRAM START |
END CAPS, JOINTS, FEEDS, ETC., FOR A COMPLETE INSTALLATION. HUBBELL IG184R—PP10—UPS
CM—14d DIRECT/INDIRECT &' 4-F28T5 130W 277V LIGHTOLIER AG—C—8—P—WH-DS—2—-28-277—-PG-DIM ) ( COLUMBIA CSR8-232U—4EB8120/277 PROG-CSTH )
PENDANT. RE83S NEORAY 52DIP /2T5—STXX~XX~-8D~U-DB-DU-S85¢ | ( SC STAGGERED STRIP LIGHT: STEEL STRIP; RAPID START ELECTRONIC BALLASTS; T5 II_D:JE?TENE BAJE%?E&JS \l/-'|_x1T/u4R_EEB_SPEC )
(2) 3-WIRE DIMMING BALLASTS LITECONTROL ~ P—ID—59M48T5-PBSS /O TCWM—LP ) ( WHERE POSSIBLE; UNLESS TWO LEVEL SWITCHING IS SHOWN ON THE PLANS. SUITABLE FOR MOUNTING ON LOW DENSITY )
/ELB—TW-2CWQ—ECSS—UNIV-DIM ) ( CEILINGS; PRIOR TO ORDERING FIXTURES VERIFY COVE OR VALENCE DIMENSIONS FOR SUITABLE SHIELDING AND SIZE.
) < SC—1 4, 1-LAMP STAGGERED STRIP 1-F28T5 31W 277,/120V BARTCO BDS550—28,/6 /UNV/RS )
CM—99 CORRIDOR RECESSED WALL WASH 4-F28T5 130W 277V LITECONTROL  R—D—66N—48—T5-BWCWMSPECEB—UNV—STAGGERED |) ( COVE; 6" OVERLAP REB3S NULITE SA2—-28T5—UNV—PS—N )
6” WIDE LEGTH AS SHOWN RE841 LIGHTOLIER ~ PTS52SOUNV—8-S ) BELFER 2825 28T5 2 E WH )
STAGGERED LAMPS ) ( LAL MXAST200—14M—1E5—UNV )
DF FLUORESCENT DOWNLIGHT; THERMALLY PROTECTED HOUSING: TO ACCOMMODATE MULTIPLE TRIMS AND REFLECTOR ASSEMBLIES (
FOR LAMPS AS LISTED BELOW; ELECTRONIC BALLASTS; LOW IRIDESCENT REFLECTOR FINISH (EVEN IF NOT SHOWN IN CATALOG ) ( )
#); SELF FLANGING TRIM UNLESS NOTED. ) ( SC-2 2, 1-LAMP STAGGERED STRIP 1-F14T5 17W 277,/120V BARTCO BDS550—14,/6 /UNV/RS )
DF—14 RECESSED DOWNLIGHT; HORIZONTAL, 1—CF—A32 36W _ 277/120V LIGHTOLER __ 8031CLP—S6132BU ) COVE; 6" OVERLAP REB35 NULITE SAT—128T5—UNV—PS—N )
6" APERTURE, 32W CF—AMALGAM REB35 PORTFOLIO CD61242E 6CLH1421LI HB26 ) E BELFER 2825 14T5 2 E WH >
LAMP, CLEAR CONE. GOTHAM AF 1/32TRT 6AR MVOLT ) < LAL MXST200—1—2M—1ES—UNV >
CLEAR SELF TRIM. >
DF—14d RECESSED DOWNLIGHT; HORIZONTAL, 1—-CF—A32 40W 277V LIGHTOLIER _ B031CLP—S6132BU—J2LD3 ) E X1 DECORATIVE LUMINAIRE DECORATIVE APPROVAL REQUIRED. )
6” APERTURE, 32W CF—AMALGAM RE835 PORTFOLIO CD6142D42 6CLH1421LI HB26 ) < )
LAMP, CLEAR CONE. GOTHAM AF 1/32TRT 6AR MVOLT ADZT
CLEAR SELF TRIM. ) ( TX—1  RECESSED TRIMLESS SLOT 4—F32T8 110W  277/120V ARCHITECTURAL LPLR—DRY—CON /SP—8—S—STD—UNV—EXT—WH )
) ( LIGHT. WHITE FROSTED LENS. RE35 LIGHTING WORKS )
DF—15 RECESSED WALL WASHER; 1-CF—A32 36W _ 277/120V LIGHTOLER __ 8046CLP—S6132BU ) ( CONTINUTOUS RUN. 4’ EACH WALDMANN  D14947000 LED 20 C L 1 )
6” APERTURE, HORIZONTAL RE835 PORTFOLIO CLW6132E 6491LI HB26 ) ( WALL. 8 CEILING. PROVIDED )
LAMP, 1—32W CF—AMALGAM GOTHAM DLWF 1/32TRT 6AR MVOLT ) WITH INSIDE CORNERS. )
LAMP. CLEAR CONE. ( TX—2  EXAM LIGHT CEILING MOUNTED LED 15W 120V ALKCO TE100—SC
! 3 ( ARTICULATED ARM. 4000K CONTRACTOR ALLOWANCE $ 975.00 3
) )

E6 EXIT SIGN: CAST ALUMINIUM HOUSING; UNIVERSAL MOUNTING; UNIVERSAL ARROWS PER PLANS; LED, DIFFUSE LENS PANEL,;
GREEN LETTERS ON WHITE BACKGROUND; VANDAL RESISTANT CONSTRUCTION. MUST MEET NFPA ILLUMINATION STANDARDS.
E6—1 SINGLE FACE: LED 1w 120/277V DUAL—LITE LCSGW-VR
LIGHTGUARD DXLA1GW—-VRS
LITHONIA LVS W 1 G 120/277
SURE-LITES CAX-610085—-GW
MCPHILBEN 55L—1-12/27—-WG—VL—-TP
CHLORIDE CXLN1GW—-VRS
LIGHTOLIER LWA1GXW
E6-2 DUAL FACE LED 2W 120/277V DUAL—LITE LCDGW—VR
LIGHTGUARD DXLA2GW—-VRS
LITHONIA LVS W 2 G 120/277

SURE-LITES CAX-620085-GW
MCPHILBEN 55L—2-12/27-WG—VL-TP

CHLORIDE CXLN2GW—VRS
LIGHTOLIER LWA2GXW
G INDIRECT TROFFERS: RECESSED FOR LAY—IN GRID; HINGED FLUSH STEEL DOOR WITH LATCH; EARTHQUAKE CLIPS, PROGRAM
START ELECTRONIC BALLASTS; LONG COMPACT FLUORESCENT LAMPS; ONE BALLAST PER FIXTURE, 100—10% DIMMING BALLAST
WHERE SHOWN.
G-2 2X4, 2—LAMP. 2-F32T8 56W 277/120V FOCAL POINT  FBX—24—B—232—SP—120,/277—G—PS—WH
RE835 (5—1/2" DEPTH)
PRUDENTIAL  CLB038—24—232—X1—UNIVOLT-PROGRAM START
(6" DEPTH)
PMC SS24—RDI-T—232—4—PERF—WHT—12/27 (7" DEPTH)
VISTA S971120-232 2X4 EB PS
LSl 2LLGS 232 SSO10PS RPW UE (5-1/2” DEPTH)
LITHONIA T2AVG 232 MDR SMD MVOLT TUBRHP
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(5—1/2" DEPTH)
LIGHTOLIER QVL2GPFSS232—XXX—SB (5—1/2” DEPTH)
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